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Kitemark™ Certificate

By Royal Charter

This is to certify that: aluplast Sp. z o.0.
ul. Golezycka 25 A
Poznan
61-357
Poland

Holds Certificate Number: KM 590706

In respect of:

BS EN 12608-1/PAS 24
PVCU Profile - Enhanced Security Windows System Supplier

This issues the right and licence to use the Kitemark in accordance with the Kitemark Terms and Conditions
governing the use of the Kitemark, as may be updated from time to time by BSI Assurance UK Ltd (the "Conditions").
All defined terms in this Certificate shall have the same meaning as in the Conditions.

The use of the Kitemark is authorized in respect of the Product(s) detailed on this Certificate provided at or from the
above address.

For and on behalf of BSI: Frank Lee, Product Certification Technical and Compliance Director
First Issued: 2013-08-07 Effective Date: 2022-04-24
Latest Issue: 2022-03-17 Expiry Date: 2025-04-23
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..making excellence a habit’

This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.
To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.


https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+590706&ReIssueDate=17%2f03%2f2022&Template=uk
https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+590706&ReIssueDate=17%2f03%2f2022&Template=uk

Kitemark™ Certificate

No. KM 590706

BS EN 12608:2016 / PAS 24:2016 - Enhanced security performance requirements for window
assembilies.

This Certificate covers the following window system design specification. Only those components that have
been approved in accordance with the Kitemark scheme requirements can be incorporated within the system(s)
detailed.

Ideal 70 PVC-U Window System

Fabrication and Fabricated and installed in accordance with the latest issue(s) of the following
Installation: controlled manual(s):

Ideal 70 Manufacturing Guide

System description:  The windows double glazed, internally or externally beaded with compliant IGUs
laminated on one pane to Class P1A where required, multipoint locking, with welded
transoms/mullions, tee and/or cruciform joints. Windows are classed as W

Ventilation: None

Window Types: Casement windows Locks: Roto twincam Espagnolette Kenrick Excalibur
Espagnolette, Yale shootbolt espag; Maco M-SPAG; Maco
RAIL, Encloser twin cam espag
Hinges: Greenteq Delta, Yale F2, Securistyle Defender or
Defender Plus or Cotswold HS Sinidex Securistyle Friction
stays
Others: Greenteq Alpha handles; Fab n Fix handles
GT Securi-clip (glass lock) and Greenteq Delta Hinge
Protector

Tilt/turn windows Roto Tilt/Turn Gearing; Maco Face fit, Maco concealed,
Siegenia Face fit or Siegenia concealed
Handle: Greenteq Alpha; Fab n Fix

Fixed windows

Multilight windows comprising opening light(s) and/or fixed light(s)

First Issued: 2013-08-07 Effective Date: 2022-04-24
Latest Issue: 2022-03-17 Expiry Date: 2025-04-23
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This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.
To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.
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Kitemark™ Certificate

No. KM 590706

Size Limitations and Performance Characteristics
Ideal 70 PVC-U Window System
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Sash dimensions for windows with approved sash profiles:

Projecting top hungs | 1509 | 1200 | - | 24" - 3 5A A3 1200

Reinforced

Projecting side hungs | 09 | 4345 | . | 120 | - 3 5A A3 1200

Reinforced

Tilt/turns 1400 | 1620 | - . - 3 6A A4 1600

Reinforced

Overall dimensions for windows with approved outer frame profiles:

Fixeds 2000 | 2000 | 4 - - 3 5A A3 1200

Reinforced

Overall dimensions for approved outer frames & transom/mullion profiles:

Multilights STO 15 x 32

X 2.5 reinforced T/M 1900 | 1900 | 3.61 - 1350 3 5A A3 1200

Multilight windows STO

26.6 x32x2.5 1900 | 1900 | 3.61 - 1500 3 5A A3 1200

First Issued: 2013-08-07
Latest Issue: 2022-03-17

Kingdom and should be returned immediately upon request.

To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.

Effective Date: 2022-04-24
Expiry Date: 2025-04-23
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This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
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Kitemark™ Certificate

No. KM 590706

BS EN 12608:2016 / PAS 24:2016 - Enhanced security performance requirements for window
assembilies.

This Certificate covers the following window system design specification. Only those components that have
been approved in accordance with the Kitemark scheme requirements can be incorporated within the system(s)
detailed.

Ideal 4000 PVC-U Window System

Fabrication and Fabricated and installed in accordance with the latest issue(s) of the following
Installation: controlled manual(s):

Ideal 4000 Casement Windows Manufacturing Guide
Ideal 4000 Tilt & Turn Manufacuring Guide

System description:  The windows double glazed, internally or externally beaded with compliant IGUs
laminated on one pane to Class P1A where required, multipoint locking, with welded
transoms/mullions, tee and/or cruciform joints. Windows are classed as W

Ventilation: None

Window Types: Casement windows Locks: Roto twincam Espagnolette Kenrick Excalibur
Espagnolette, Yale shootbolt espag; Maco M-SPAG; Maco
RAIL, Encloser twin cam espag
Hinges: Greenteq Delta, Yale F2, Securistyle Defender or
Defender Plus or Cotswold HS Sinidex Securistyle Friction
stays
Others: Greenteq Alpha handles; Fab n Fix handles
GT Securi-clip (glass lock) and Greenteq Delta Hinge
Protector

Tilt/turn windows Roto Tilt/Turn Gearing; Maco Face fit, Maco concealed,
Siegenia Face fit or Siegenia concealed
Handle: Greenteq Alpha; Fab n Fix

Fixed windows

Multilight windows comprising opening light(s) and/or fixed light(s)
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This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.
To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.
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Kitemark™ Certificate

No. KM 590706

Size Limitations and Performance Characteristics

Ideal 4000 PVC-U Window System
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Sash dimensions for windows with approved sash profiles:

Projecting top hungs | 15 24" - 6A A5 2000

Reinforced

Prqjectmg side hungs 200 1" ) sA A2 1200

Reinforced

Tilt/turns 1400 . - E1050 | AE 2400

Reinforced

Overall dimensions for windows with approved outer frame profiles:

Fixeds 2000 i ] 5A A3 1200

Reinforced

Overall dimensions for approved outer frames & transom/mullion profiles:

Multilights Reinforced | 1460 | 1390 | - 1350 | 6A A5 2000

First Issued: 2013-08-07
Latest Issue: 2022-03-17

To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.

A member of BSI Group of Companies.

Effective Date: 2022-04-24
Expiry Date: 2025-04-23
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This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.
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